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ELIZABETHTON ELECTRIC DEPARTMENT

TEMPORARY UNDERGROUND SERVICE POLE

J.E.S. 07-01-2010 ASSEMBLY DETAIL 1/2"=1'-0" 8 11

CAN BE FROM PAD MOUNT TRANSFORMER OR PEDESTAL AS SHOWN

3'-0"

5'-6"

1'-0"

METER

BASE

DISCONNECT

SWITCH

15 OR 20 AMP (GFCI)

GROUND FAULT

CIRCUIT

INTERRUPTER.

4"X4"X10' PRESSURE

TREATED POLE PROVIDED BY

AND IS PROPERTY OF OWNER.

GROUND ROD

5

8

"X8' WITH CLAMP

AND #6 BARE

COPPER GROUND

WIRE  MINIMUM.

TO DISCONNECT

SWITCH.

NOT TO EXCEED 125'-0"

NOTE:

1. SECURELY FASTEN CONDUIT AND

METER BASE/DISCONNECT SWITCH TO

POLE..

2. LOCATION OF UNDERGROUND

TEMPORARIES TO BE  DETERMINED BY

EED ENGINEER.

NOTE 3

3. FOR TEMPORARY ONLY:

3.1. TRENCH  TO BE 5 FT.LONG  OR LESS.

TRENCH TO BE 18" DEEP AND BESIDE

PEDESTAL. CONDUCTOR CAN BE

DIRECT BURIAL.

3.2. TRENCH TO BE GREATER THAN 5 FT.

6" DEEP IN 2" RIGID METAL CONDUIT.

18" DEEP IN 2" SCHEDULE 40 PVC

CONDUIT.


